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EX. 39-12 
(d) If subsequent actions by the signal person indicate that the individual may not meet the 
Qualification Requirements, the employer must not allow the individual to continue working 
as a signal person until a comprehensive assessment (or re-assessment) is made in 
accordance with paragraph (c) that confirms that thc individual meets the Qualification 
Requirements. 

(e) QualIJication Requirements. Each signal person must: 

(1) Know and understand the Standard Method (see Appendices -, 
the type of signals used. 
(2) *Be competent in the application of the Standard Method for the 
used, in light of the equipment and conditions at the site.* 

14XX. Requirements for equipment with a manufacture 
capacity* below 2000 pounds. 

14XX Operational Aids 

14XX Inspections 

(a) New, modijkd lent. Prior to initial use, new equipment and 
be inspected by a [qualified person?] [competent- 

det mine if it meets the requirements of 
sf4eecommendations, limitations, and specifications, or, where these 

[this section?] 

pon completion of assembly, the equipment must be inspected by a [qualified 
person] [competent-qualified person] to determine if it is configured in accordance 
with manufacturer instructions, recommendations, limitations, and specifications. 
Where these are unavailable, the [qualified person] [competent-qualified person] must 
determine if it is configured in accordance with the instructions, recommendations, 
limitations, and specifications of a registered professional engineer familiar with the 
type of equipment involved. 
[Should this paragraph be moved to the assembly/disassembly section?] 

. 

11 



CDAC Working Draft 
Version 1 1-5-003 

I (A) Drifting caused by fluid leaking across the piston. 

(B) Rod seals leakage. 

(C) Leaks at welded joints. 

(D) Scored, nicked, or dented cylinder rods. 

(E) Dented case (barrel). 

(F) Loose or deformed rod eyes or connecting joints. 

(xv) Hydraulic filters, as follows: 

(A) Evidence of rubber particles on the 

(B) Metal chips or pieces on the fil 
motor or cylinder failure. 

's inspection instructions an itend condition listed in 

y for scheduling the inspection of that condition. 

t h l ~ w l i ~ r r ~ m e n t  is' 
cified procedure, or in 
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done monthly where the equipment i 
osive atmosphere. [From Dept. of E 

(7) The inspections under this section shall be documented. 

( f )  Equipment not in regular use. 

(1) Equipment that has been idle for 1 month or more, but less than 6 months, shall be 
inspected by a [qualified person] in acco 
(c)(Pre-shift inspection) before being placed in service [what does “ 
mean? Does this mean that it will be inspected twice before it is use 
plus the pre-shift inspection?]. 

(2) Equipment that has been idle for 6 months or more shall be i 
qualified person in accordance with par 
being placed in service. 

( 3 )  Stand-by cranes. Stand-by cranes shall be insp 
accordance with the requirements of paragraph (c)(P 
placed in service. [Same question as in (l)]. 

[What do we do about cranes “exposcd 

(4) If tlie manufacturer’s iiispectiori~~~structions call for a more rigorous inspection, 
then the manufacturcr’s instructions shall apply to this inspection. 

nspection) before being 
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